SUGGESTED SEQUENCE FOR SOIL EROSION AND SEDIMENT CONTROL:
A, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE ACTUAL MEANS AND METHGDS, THE
CONTRACTOR SHALL PROVIDE A DETAILED SEQUENCE OF CONSTRUCTION, DESCRIPTIGN
ANQ SCHEDULE FOQR SOIL EROSION AND SEDIMENT COMTROL MEASURES FOR REVIEW BY
THE ENGINEER, IONR AND LAKE COUNTY SMC PRIOR YO CONSTRUCTION,

B. SUGGESTED SEQUENGE
1. SELECTIVE VEGETATION REMOVAL FOR INSYALLATION OF SEDIMENT CONTROL DEVICES

2. INSTALL SEDIMENT CONTROL DEVICES

3. CONSTRUCT ANY REQUIRED YEMPORARY DIVERSIONS

4. WORK AREA DEWATERING A'Na NECESSARY EXCAVATION

5. CONSTRUCT IMPROVEMENTS

6. COMPLETE FINAL GRADING AND STABILIZATION OF DISTURBED AREAS

LAKE COUNTY SEDIMENTATION AND EROSION CONTROL NOTES:

1. SOl DISTURBANCE SHALL BE CONDULTED IN SUCH A MANNER AS TO MINIMIZE EROSION,
SOIL STABILIZATION MEASURES SHALL- COMSIDER THE TIME OF YEAR, SITE FONDIYIGNS AND
THE USE OF TEMPORARY OR PERMANENT MEASURES.

2, SOl EROSIGN AND SEDIMEN? CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR
0 THE COMMENCEMENT OF WYOROLOGIC DISTURBANCE OF UPLAND AREAS.

3. DISTURBED AREAS SHALL BE '.STABILEZED WITH TEMPORARY OR PERMANENT MEASURES WITHIN
14 CALENDAR DAYS OF THE E£RD .OF ACTIVE HYDROLOGIC DISTURBANCE, OR REDISTURBANCE.

4. AREAS OR EMBANKMENTS HAVING SLOPES. GREATER THAM GR EQUALTO 3H:V, AND APPROVED
EIE!TJHSEEEE{??"E?EER SHALL BE STABILIZED WITH 50D, MAT OR BLANKEY IN COMBINATION

5. ERQSION CONTROL MEASURES SHAL&. BE REQUIRED On ALL 1NTER§0R DET;‘.NTION BASIN SIDE
SLOPES BETWEEN NORMAL WATER {EVEL ANC HIGH WATER LEVEL

6. AL STORM SEWERS THAT ARE OR WILL BE FUNCTIOMING DURING CONSTRUCTION
SHALL BE PROTECTED, BY AN APPROPRIATE SEDIMENT CONTROL MEASURE.

7. ML TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30
DAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TEMPORARY MEASURES
ARE NO LONGER NEEDED.

8. ALL TEMPORARY AND PERMANEN? EROSION CONTROL MEASURES MUST BE MAINTAINED AHD
REPAIRED AS NEEDED

A STASHIZED MAT_'OF AGGREGRATE : UNDERLAIN WITH FILTER CLOTH (OR OTHER APPROPRIATE

9. MEASURE) SHALL BE LOCATED AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR LEAVING
A CONSTRUCTION SITE TO OR £ROM 4 PUBLIC RIGHT-OF-WAY, STREET, ALLEY QR PARKING
AREA. ANY SEDIMENT CR SOIL REACHING AN IMPROVED PUBLIC RIGHT-GF~ ~WAY, STREET, ALLEY
OR PARKING AREA SHALL BE REMOVED BY SCRAPING OR STREET CLEANING AS ACCUMULATIONS
WARRANT AND TRANSPORTED 10 & CONTROLLED SEDIMENT DISPOSAL AREA,

SOIL STOCKPUES SHALL HOT- BE LOCATED IN A FLOOD PRONE AREA OR & DESIGNATED
1C. BUFFER PROTECTING WATERS {)F THE UNITED STATES OR ISOLATED WATERS OF LAKE COUNTY,

If DEWATERING SERVICES ARE- USED ADJCINING PROPERTIES AND DISCHARGE "LOCATIONS

$h SHALL BE PROTECTED FROM ERGSICN,  DISCHARGES SHALL BE ROUTED THROUGH AN
EFFECTIVE SEDIMENT CONTROL MEASURE (e.g. SEDIMENT TRAP, SEDIMENT BASIN, OR OTHER
APPROPRIATE MEASURE. :

12, ADDITIONAL MEASURES MAY BE REQUERED AS DIRECTEC BY THE ENGINEER
GOVERNING AGENCY, |

THE EROSION CONYRGL MEASU‘RES INDICATED ON THE PLANS ARE THE M!NIM%M REGUIREMERTS.

GENERAL NOTES FOR SOH. EROSION AND SEDIMENT CONTROL:

S0IL DISTURBANCE SHallt BE CONDUCTED IN SUCH A MANNER AS 7O MINIMIZE EROSION.
SO STABILIZATION MEASURES SHALL CONSIDER THE TIME OF YEAR, SITE CONDITIONS
AND THE USE OF TEMPORARY GR PERMANENT MEASURES.

SOIL EROSION AND SEDIMENT CONTROL MEASURES, AND PERMANENT AND TEMPORARY

_S?QRMWATER PRACTICES SHALL BE IN PLACE PRIOR TO STARTING CONSTRUCTION.
" NG WORK SHALL BE PERFORMED IN FLOWING WATER, WORK IN AND NEAR THE CRITICAL

AREAS SHOULD BE ISCLATED FROM CONCENTRATED FLOWS OR STREAM FLOW AT ALl TIMES,
CONSTRUCTION MATERIALS AND/OR OTHER STOCKPILES SHALL NOT BE LOCATED ON

- STREAM BANKS COR IN THE PATH OF THE STREAM FLOW,

TEMPORARY EROSION CONTROL DEVICES SHALL BE CONSTRUCTED AS SHOWN ON THE PLANS
‘OR A5 DIRECTED BY THE ENGINEER. THE ERGSION CONTROL MEASURES INDIGATED ON THE

© PLANS ARE THE MINIMUM REQUIREMENTS, ADDITIONAL MEASURES MAY BE REQUIRED, AS

6.

i,
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HEIGHT OF THE FILTER DEVICE. THIS WORK WILL NOT BE MEASURED AND PAID FOR SEPARATELY
-BUT. CONSIDERED "INCLUDED IN THE UNIT PRICE COST FOR THE MEASURE INSTALLED.

AS DIRECTED 8y THE ENGINEER OR GOVERNING AGENCY.

DISTURBED AREAS SHALL BE STABILIZED WITH TEMPORARY DR PERMANENT MEASURES WITHIN
14 CALENDAR DAYS OF THE END OF ACTIVE HYDROLOGGIC DISTURRBANCE, OR REDISTURBANCE.

PERMANENT SEEDING SHALL BE USED WHENEWER PQSSIBLE, UNDER NO CIRCUMSTANCES SHALL
THE CONTRACTOR PROLONG GRADING OR SHAPING SO THAT THE ENTIRE PROJECT CANM BE ’
PERMANENTLY SEEDED AT ONE TIME.

ANY  SEDIMENT OR SOIL REACHING AN IMPROVED PUBLIC RIGHT-OF-~WAY, SYREET, ALLEY OR
PARKING AREA SHALL BE REMOVED BY SCRAPING QR STREET CLEANING AS ACCUMULATIONS

"WARRANT AND TRANSPORTED YO A CONTROLLED SEOIMENT DISPCSAL AREA.

ALL SEDIMENT AND ERCSICN CONTROL MEASURES WitL SF INSTALLED PER IDOT STAMDARD
280001 CR AS SPECIFIED HEREIN AND PAID FOR N ACCORDANCE WiTH SECTION 286 OF THE
STANGARD SPECIFICATIONS, ALL CONSTRUCTICN ACTIVITIES WILL 8E IN ACCORDANCE WITH

" THE NATIONAL POLLUTANT DISCHARGE ELIMINATION. SYSTEM STORM WATER PERMIT ILRAC,

AREAS OR ENBANKMENTS HAVING SL.OPES GREATER THAN OR EOQUAL 1O 3H:dv, AND APPRGVES
BY:THE ENGINEER, SHALL S8E STABILIZED WITH SOD, MAYT OR BLANKET IN
COMBINATION WITH SEEDING.

ALL STORM SEWERS THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION SHALL BE
PROTEC?ED. B8Y AN APPROPRIATE SEDIMENT CONTROL MEASURE.

CONTRACTOR SHALL PROVIDE LOCATIONS FOR CONCRETE TRUCK WASHOUT 2 DAYS PRIOR . TG
CONCRETE POUR. LOCATIONS SHALL BE APPROVED BY ENGINEER PRIOR TO ANY CONCRETE
PGURS. CLEANING OF VEHILLES AND EOUIPMENT, INCLUDING CONCRETE MIXERS, SHALL BE
PERFORMED IN A MANNER 70 REDUCE THE AMGUNT OF POLLUTANTS LEAVING PROJECT AREA,
TRIBUTARY TO STORM SEWERS AND OPEN WATERS TC THE MAXIMUM EXTENT PRATICAL AND

TG THE SATISFACTION OF THE ENGINEER. ANY COST INCURRED FOR THIS WORK SHALL BE-
INCIOENTAL TO THE CONTRACT,

.. THE CON'{RACTGR SHALL TARE ALL PRECAUT%QNS TG PROTECT WETLANDS TO REMAIN EROM

DAMAGE BY SEDIMENT, CONSTRUCTION ECQUIPMENT OR BY HIS W CREWS. THE CONTRACTOR

WORK
SHALL PAY FOR RESTORATION AND ASSCCIATED PENALT{ES FOR WETLAND DISTURBANCE BEYOND
- THAT SHOWN ON THE PLANS,

SEDIMENT COLLECTED DURING CONSTRUCTION BY THE VAR%{)I}S TEMPORARY EROSION CONTROL
SYSTEMS SHALL BE DISPOSED OF ON A REGULAR BASIS. SEDIMENT SHALL BE REMOVED FROM
ERQSION CONTROL SYSTEMS WHEN THE HEIGHT OF THE SEDIMENT EXCEEDS ONE-HALF OF THE -

IF DEWATERING SYSTEMS ARE USED, ADJOINING PROPERTIES AND DISCHARGE LGCATIGNS SHALL'

BE.PROYECTED .FROM EROSION. DISCHARGES SHALL BE ROQUTED THROUGH AN EFFECTIVE SEDIMENT
CONTRGL MEASURE (e.q. SEDIMENT TRAP, SEDIMENT FILTER BAG, OR OTHER APPROPRIATE MEASURE.
DURING. DEWATERING OPERATIONS, WATES WILL BE PUMPED INTO SEDIMENT FILTER BAGS OR SI.T.

TRAPS, DEWATERING DIRECTLY INTO FIELD TILES. STORMWATER STRUCTURES, DITCHES, TURF

. AREAS OR STREAMS IS PROHIBITED.
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[T IS THE REPONSIBILITY OF THE PRIME CONTRACTOR ?{) INFORM ANY SUBCONTRACTORIS)
WHO MAY PERFORM WORK ON THIS PROJECT OF THE REQUIREMENTS IN IMPLEMENTING AND
MAINTAINING THESE EROSION CONTROL PLANS AND THE NATIONAL POLLUTANE DISCHARGE

ELIMINATION SYSTEM PERMIT RECUIREMENTS SET FORTH BY THE ILLINQIS €PA.

ALL EROSION CONTROL MEASURES SHaLt BE KEPT GPERATIONAL AND MAINTAINED
CONTINUOUSLY THROUGHOUT THE PERICD OF LAND DISTURBANCE UNTIL FERMANENT SEDIMENT .
AND EROSION CONTROL MEASURES ARE OPERATIONAL.

TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL 8E INSPECTED BY THE

. CONTRACTOR ONCE EVERY SEVEN DAYS AND AFTER EACH RAIN EVENT. INSPECTIONS SHALL -BE

OCOCUMENTED. AND RECORDS MAINTAINED TO BE MADE AVAILABLE FOR REVIEW UPON REOUEST.
RECORDS SHOULD INCLUGE DEFECIENCIES AND CORRECTIONS NEEDED. THE TEMPORAR

. PROTECTION MEASURES SHALL BE RETURANED TO GOOD WORKING CONDITIONS WITHIN 48
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WORKING HOURS AFTER INSPECTION OR AS OTHERWISE DIRECTED. £OST FCR THIS WORK IS |
INCLUOED 1IN THE UNIT PRICE OF THE ERDSION CONTRQL MEASURES INSTALLED.

ALL TEMPORARY. £RGS§0N AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30
OAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED OR- AFTER THE TEMPORARY MEASURES

. ARE NO LONGER NEEDED.

GENERAL NOTES:

2.

ER

10,

UNLESS MODIFIED BY THE PROJECT SPECIFICATIONS, ALL WORK SHALL

BE DONE IN ACCORDANCE WITH THE “STANDARD SPECIFICATIONS FOR ROAD
AND BRIDGE CONSTRUCTION”, ADOPTED BY THE ILLINGIS DEPARTMENT QF
TRANSPORTATION ON JAN. 1, 2012: THE LATEST ADDITION OF THE “MANUAL
ON UNIFGRM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS™: AND
Iggp_;SEléPﬁiaMElﬂTaL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS™

THE {GCATIONS, SIZE, MATERIAL. DESCRIPTION OR TY?E CF EXISTING
UNDERGROUNDG UTILITIES INDICATED ON THE PLANS ARE APPROXIMATE
LOCATIONS BASED ON IN PART, INFORMATION SUPPLIED 8Y OTHERS AND

15 n0T REPRESENTEG AS BEING ACCURATE, SUFFICIENT QR COMPLETE,
PRIOR TC THE START OF CONSTRUCTION, THE CONTRACTOR SHALL ARRANGE
TO HAVE ALL UTILITIES INCLUDING WATER, GAS, ELECIRIS, STORM SEWER,
SANITARY SEWER, TELEPHONE, AND CABLE T.V. LOCATED AND SUITABLY
MARKED, SHOULD A UTILITY BE IN CONFLICT WITH THE PROPOSED
CONSTRUCTION, THE GWNER'S REPRESENTATIVE SHaLL BE ROTIFIEG AT ONCE.
ADDITIONALLY, A PAY [TEM HAS BEEN INCLUDED FOR THE CONTRACTGR TO
COORDINATE AND LOCATE ANY UTILITIES NGT COVERED 8Y JUL.LE,

THE CONTRACTOR SHALL TAKE REASONABLE PRECAUTIONS TO PROTECT
PUBLIC AND PRIVATE PROPERTY. IF AT ANY TIME, HE/SHE DAMAGES OR
DESTROYS PUBLIC OR PRIVATE PROPERTY, THE CONTRACTOR SHALL, AT
BIS O%N EXPENSE, RESTORE SUCH FROPERTY TC A CONDITIGN EQUAL TO
THAT EXISTING BEFQRE SUCH DAMAGE, PUBLIC ROADWAYS, FRIVATE
ENTRANCES AND EMPLOYEE ENTRANCES SHALL REMAIN ACCESS[BLE AND
FREE OF CONSTRUCTION DEBRIS. ANY MATERIAL TO-8E STAGED OR
STOCKPILED SHALL BE COORDINATED WITH THE OWNER'S REFRESENTATIVE.

WHERE SECTION OR SUB-SECTION CORNERS OR PROPERTY MARKERS ARE
ENCOUNTERED THE ENGINEER SHALL BE NGTIFIED BEFORE SUCH MARKERS ARE -
REMOVED. THE CONTRACTOR SHALL PROTECT AND PRESERVE ALL PROPERTY
?ﬁ?{(&ﬂfﬁgjﬂ&%ﬂ:ﬂﬁ AUTHORIZED SURVEYQOR HAS WITNESSEO QR REFERENCED

PLAN DIMEMSIONS AND DE?AILS RELATIVE TO EXISTING PLANS ARE SUBJECT
TQ MOMINAL CONSTRUCTION VARIATIONS. THE CONTRACTOR SHALL FIELD
VERIFY EXISTING DIMENSIONS AND DETAILS AFFECTING NEW CONSTRUCTION
AND MAXE NECESSARY APPROVED ADJUSTMENTS PRIOR TO CONSTRUCTION OR
ORODERING OF MATERIALS. SUCH VARIATIONS SHALL NOT BE CAUSE FOR
ADDITIONAL COMPENSATIGN FOR A CHANGE IN SCOPE OF WORK; HOWEVER, IHE
CONTRACTOR WILL BE PAIG FOR THE GUANTITY ACTUALLY FURNISHED AT THE
UNIT PRICE 81D FOR THE WORK,

GRADING SHALL BE DONE BY HAND ARQUND LIGHT POLES, UTILITY POLES,
SIGN POSTS, SHRUBS, TREES OR OTHER NATURAL OR MAN-MADE GBJECTS
WHERE SHALLOW FILLS DR CUTS ARE ADJACENT TO Tuf ITEMS,

THE CONTRACTOR SHALL NOTIFY THE JLLINGIS DEPARTMENT OF NATURAL
RESQURCES NATIONAL HERITAGE BIOLOGIST MR BRAD SEMEL AT 630-398-3242
ANG SITE SUPERINTENDENT SAKI VILLALOBOS AT 847-662-4826 AY LEASY TWO
WEEKS IN ADVANCE OF MOVING EQUIPMENT, MATERIALS, OR FORCES 7O THE

SITE FOR EACH OF THE THREE ELEMENTS OF WORK, ADDITIONALLY, THE
CONTRACTOR SHALL COORDINATE AL: CONSTRUCTION ACTIVITIES IN ELEMENT
WITH NORTH POINT MARINA HARBOR MASTER ROGER MELLEM @ B47-745-2845

AND ALL CONSTRUCTION ACTIVITIES IN ELEMENT | AND ALONG 7+h STREET WITH
DEBBIE MAURER, LAXE COUNTY FOREST PRESERVE DISTRICT @ 847-278-6943 ‘AT
LEAST TwO WEEKS IN ADVANCE OF INITIATING ANY WORK ACTIVITIES,

TREE REMOVALS SHOWN IN THE PLANS SHALL BE MARKED IN THE FIELD AND
VERIFIED BY THE ENGINEER PRIOR -T( REMOVAL 8Y THE CONTRACTOR, ALL
REMAINING TREES SHALL BE PRGTECTED BY THE CONTRACTOR FROM DAMAGE
DUE YO HIS OPERATIONS. -

SEEDING SHALL BL DONE ON ALL AREAS THAT ARE DISTURBED BY CONSTRUCTION
OPERATIONS AS DIRECTED BY THE ENGINEER, SEEDING SHALL BE PAID FOR ONLY
WITHIN THE PROPOSED CONSTRUCTION LIMITS. ALL AREAS DISTURBED BY THE
CONTRACTOR QUTSIDE THE PROPOSED CONSTRUCTION LIMITS SHALL BE SE£D£9.
AS DIRECTED BY THE ENGINEER, AT THE CONTRACTORS'S EXPENSE.

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN CALCULATING
PLAN QUANTITIES:

GRANULAR MA%’ERM{.S 2.05 TONS 7 CU YD

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE
ON STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT.

. BARRICADES: THE CONTRACTOR SHALL PROVIDE AND INSTALL TWO (21 WEIGHTED

SAND BAGS ON EACH TYPE | OR TYPE Il BARRICADE USED - ONE (1) WEIGHTED
SAND BAG ACROSS EACH BOTTOM RAIL.

. LCCATION FOR WASHING AND- CLEANING OF EQUIPMENT SHALL 8E DONE OFF-SITE

{SEE SPECIAL PROVISION

THE CONTRACTOR SHALL BE REQUIRED TQ GBTAIN AND COMPLY WITH THE
PROVISIONS OF THE NATIONAL POLLUTANT DISCHARGE CLIMINATION SYSTEM -
{NPDES) STORMWATER PERMIT. THIS SHALL INCLUDE COQRDINATION AND
SUBMITTAL OF THE NECESSARY DOCUMENTATION AND FEES. ANY €OST INCURRED
FOR THIS WORK SHALL BE INCIDENTAL TO THE CONTRACT.

THE CONTRACTOR SHALL NOTIFY U.S. FISH & WILDULIFE AT (B4T)381-2253 AT
[f{éA%aETg?TgJEEKS TN ADVANCE O? MOVING EQUIPMENT, MATERIALS, OR FORCES

FILE NaMg > USER MAME & Moty Dwarbey DESICGNED - CRD REVISED - AR, SELTION COUNTY TOTAL [ SHEETY
LNO0TVHZESIBNHE . 7\Te 0nACADD. Sran B2 GENNDTE S g ORAWN - CcPD REVISED - STATE OF ILLINOIS soi EaaSi?EI)VM:!:EB:EDS'M:?:C:BN::%L :E:::HAL NOTES :;:i PARK ROADS £ AKE Sﬁ:ﬁ‘fs N;'

SLo7 SEALE < 10880 T SEGES Wi REvIsED - DEPARTMENT OF TRANSPORTATION ! $ A TR Ne. 2.0 TONTRACT 0. 48250
CaFsuly PLOT DATE « 2172013 DATE - 243172013 REVISED - SCALE: ] suEET SHEETS] $7a. 7O 5TA. TLitsIs]Fen, Ao PROKCT




